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      TOLERANCE
 DM-XXPMFS-QC801P Jerry 2023/02/061:1 A4     1     1

ALTW Fred 2023/02/06B .0  QC :Inspection item

F

E

D

C

B

A

T
H

IS
 D

O
C

U
M

E
N

T
 IS

 S
U

B
J
E

C
T

 T
O

 C
H

A
N

G
E

 W
IT

H
O

U
T

 N
O

T
IC

E
. IT

 IS
 C

O
N

F
ID

E
N

T
IA

L
 A

N
D

 A
 

P
R

O
P

E
R

T
Y

 O
F

 A
m

p
h

e
n

o
l L

T
W

. D
IS

C
L

O
S

U
R

E
 T

O
 T

H
IR

D
 P

A
R

T
Y

 H
A

S
 T

O
 B

E
 A

U
T

H
O

R
IZ

E
D

 B
Y

 
A

m
p

h
e
n

o
l L

T
W

.

1 2 3 4 5 6 7 8

1 2 3 4 5 6 7 8

REV. ECN NO. DATE SIGN DESCRIPTION

A - 2023/02/06 Ouyang Initial Release 

B C230219 2023/02/20 Ouyang    X2

Recommended
Panel Cut-Out

PIN Assigments 
Fornt view

Note:
* RoHS Compliant
*    Important Dimension
* Waterproof Rate: IP68, Unmated 1m/24h
* Connector
   Housing: Thermoplastic, Black
   Power Pin: Copper Alloy, Silver Plated
   Gasket : Rubber, Gray
* Nut: Thermoplastic, Black
* For Panel Thickness Max 4.5mm
* Use with waterproof cap or dust cap
   Panel thickness Max: 3.0mm
* Gasket and nut are packed separately in PE bag
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