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Specification
Voltage : 230V AC ±10% 50Hz / 110V AC ±10% 60Hz
Power : 65W
Temperature range : 200°C to 450°C
Heater : Pluggable
Working condition : Temp: 0°C to 40°C, Humidity: ˂80%
Storage condition : Temp: -20°C to 80°C, Humidity: ˂80%
Warranty : 03 years

Features 
• Automatic standby, shutdown with smart time setting.
• Beep alarm function available.
• Temperature locking, temperature calibration and temperature alarming function.
• Password protecting function and temperature unite switching function
• MCU controlled temperature calibration.
• New design with LCD display screen making control visualization.
• Buttons(1,2,3) for pre-setting or switching frequently used temperature.

MP740687

MP740688 MP740689 MP740690MP740686

List of Accessories
Part Number Product Description

21-10140 Tip, Soldering, Chisel, 0.8mm
21-10142 Tip, Soldering, Chisel, 1.2mm
21-10144 Tip, Soldering, Chisel, 1.6mm
21-10146 Tip, Soldering, Chisel, 2.4mm
21-10148 Tip, Soldering, Conical, 0.5mm
21-10150 Tip, Soldering, Conical, 0.2mm
21-10152 Tip, Soldering, Angled Chisel, 2mm
21-10154 Tip, Soldering, Angled Chisel, 3mm
21-10156 Tip, Soldering, Angled Chisel, 4mm
21-10158 Tip, Soldering, micro Conical, 0.2mm
MP001711 Soldering Tip, Chisel, 3.2mm × 17mm
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Important Notice : This data sheet and its contents (the “Information”) belong to the members of the AVNET group of companies (the “Group”) or are licensed to it. No licence is granted for 
the use of it other than for information purposes in connection with the products to which it relates. No licence of any intellectual property rights is granted. The Information is subject to change 
without notice and replaces all data sheets previously supplied. The Information supplied is believed to be accurate but the Group assumes no responsibility for its accuracy or completeness, 
any error in or omission from it or for any use made of it. Users of this data sheet should check for themselves the Information and the suitability of the products for their purpose and not make 
any assumptions based on information included or omitted. Liability for loss or damage resulting from any reliance on the Information or use of it (including liability resulting from negligence or 
where the Group was aware of the possibility of such loss or damage arising) is excluded. This will not operate to limit or restrict the Group’s liability for death or personal injury resulting from its 
negligence. Multicomp Pro is the registered trademark of Premier Farnell Limited 2019.

Part Number Table

Description Part Number
Soldering Station, 65W, 230V AC, EU Plug MP740686 EU
Soldering Station, 65W, 110V AC, US Plug MP740686 US
Soldering Station, 65W, 230V AC, UK Plug MP740686 UK
Spare Iron for MP740686 MP740687
Spare Heater for MP740687 MP740688
Spare Brass Pad for MP740687 MP740689
Spare Iron Stand for MP740687 MP740690

Part Number Product Description
MP001712 Soldering Tip, 45 Deg. Conical, 0.5mm x 15mm
MP001713 Soldering Tip, 45 Deg. Conical, 0.8mm x 17mm
MP001714 Soldering Tip, 60 Deg. Spoon, 1mm × 15mm
MP001715 Soldering Tip, Conical, 0.2mm × 13mm
MP001716 Soldering Tip, Conical, 0.2mm × 14mm
MP001717 Soldering Tip, 160Deg Bent, 12mm
MP001718 Soldering Tip, 45 Deg. Chisel, 5mm × 15mm
MP001719 Soldering Tip, 45 Deg. Knife, 14mm
MP001720 Soldering Tip, 45 Deg. Knife, 5mm × 15mm


